
FL-Machine Tending Robot (MTR) GRIPX22
For CNC Turning Centres

Is your 
machine 
operator doing 
more of the 
menial loading 
and unloading 
job?

Let him 
concentrate on 
decision making 
tasks and leave 
the routine to 
GRIPX22 and get 
payback in less 
than 2 years

HIGHLIGHTS Sturdy base structure offering maximum rigidity
Dual Gripper Design
No contact with chips and coolant
Space Efficient Foot print
Positive gripping while loading and unloading
No cut out on doors required
Convenient Parking Station for easy CNC set up change



SPECIFICATIONS

Designed, Manufactured and Sold by:
Strategi Automation Solutions Pvt. Ltd.
No. 25/B, Doddanakundi Industrial Estate, Off Whitefield Road, Bangalore - 560 048
Ph: 7624997726/27  |  Email: sales@strategiautomation.com  |  www.strategiautomation.com

* Does not include air purge time to flush out chips. Approx. door open to door close time.
** Estimated life of mechanical actuator like racks, pinion, linear guides etc.
*** Grippers are bought out items and we refer to the manufacturer’s specs.
# Gripper pads are hardened.

COMPONENT HOLDING CAPACITY
Shaft Diameter 5 to 50 mm

Shaft Length 10 to 100 mm

Disc Diameter 10 to 100 mm

Disc Length 10 to 60 mm

Weight (Max) 2 Kg

RELIABILITY
Repeatability ±0.05 mm

Machine Life (Approx.)** 10 Million Cycles

Gripper Life (Approx.) *** 1 Million Cycles

Gripper Pad life (Approx.) # 1 Million Cycles

SPEED
Loading & Unloading time (Minimum)* 8 Sec

AXIS
DOF 2

Axis X / Rotary Y

INSTALLATION DATA
M/C Height (Approx.) 2.6 m

Machine Weight (Approx.) 450 Kg

Power Supply (Approx) Single Phase, 220 V AC, 50Hz

Electric Load ≤ 1.6 kW

Pneumatic 4.5 Bar (Min) 0.6 CFM/Cycle

GENERAL
Working Environment 5-45°C, 20-90% humidity

Compatible to CNC
ACE, LMW, Jyoti, Sands, Galaxy, Tsugami,
Askar, Pride

Consumables Gripper & Gripper Pads

Warranty 1 Year
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